PLAN COMMISSION
Village of Deerfield
Agenda
April 26, 2018
Deerfield Village Hall, Franz Council Chambers
Public Hearing and Workshop Meeting 7:30 p.m.
Public Comment on a Non-Agenda Item
PUBLIC HEARING
(1)

Public Hearing: Request for an Amendment to the Deerbrook Shopping Center
Planned Unit Development for a Transit Oriented Development in the Rear Portion
of Deerbrook Shopping Center Consisting of an Apartment Rental Community; a
Text Amendment to the C-2 Outlying Commercial District; and an Amendment to
the Deerfield Comprehensive Plan (Gateway Fairview, Inc. – Property Owner and
Reva Development Partners LLC). The petitioner is asking for a continuance to
the May 24, 2018 Plan Commission meeting.

(2)

Public Hearing: Request for an Amendment to the Oracle Sign Plan for Two New
Wall Signs at 1405 Lake Cook Road (Oracle)

WORKSHOP MEETING
(2a)

Discussion of proposed wall signs for 1405 Lake Cook Road

Document Approval
Items from the Commission
Items from the Staff
Designation of Representative for the next Board of Trustees Meeting
Adjournment

MEMORANDUM
TO: Plan Commission
FROM: Jeff Ryckaert, Principal Planner and Dan Nakahara, Planner
DATE: April 19, 2018
RE: Public Hearing on the Request for an Amendment to a Sign Plan for Two New Wall
Signs for Oracle at 1405 Lake Cook Road.
Subject Property
The subject property consists of the Oracle property (former Textura property and prior
to that was the Teradyne property) at 1405 Lake Cook Road. The subject property is
approximately 13 acres in size. The subject property was approved in 1981 as a
Planned Unit Development (Ordinance 0-81-72). The existing building is approximately
66,000 square feet according to Plan Commission records. The former Teradyne
facility at 1405 Lake Cook Road contained administrative offices, and the production,
assembly and testing operations of the electronic equipment that Teradyne produces.
Phase II was an expansion of the existing building (to the south) by 54,000 square feet
to 120,000 total square feet, and an additional parking lot to the west of the existing
parking lot. Phase II was never constructed and its approval has expired.
In 2007, the petitioners received Village approval for major renovations to the property
consisting of an amendment to their Planned Unit Development (PUD) for major
changes to the exterior of the building. There was a lack of natural light in the building
and the petitioners removed the existing exterior façade of the building including the
existing mirrored glass glazing system and the existing corrugated metal panel wall
system and replaced it with a new glazed curtain wall system/new glass windows. In
2007, the petitioners also made landscaping changes and ground sign improvements to
the property. Ordinance 0-07-36 approved these changes to the property in 2007. The
subject property is zoned I-1 Office, Research, and Restricted Industrial District.
Surrounding Land Use and Zoning
North (across Lake Cook Road): R-3 Single Family Residential District - single
family homes
South: Eden’s Spur
East: I-1 Office Research, and Restricted Industrial District - Deerfield Business
Center which includes the BJBE synagogue at the south portion of the property.
West: I-1 Office, Research, and Restricted Industrial District - Lake Cook Office
Center consisting of four (4) four-story office buildings.

1

Proposed Plan
The petitioners are proposing an amendment to their sign plan for the property to add
two (2) wall signs for Oracle – one wall sign on the north wall at the northeast corner of
the building, and one wall sign on the south wall at the southeast corner of the building
as shown on their plans. Each sign will consist of internally illuminated red letters with
painted silver returns, and contain the word “Oracle”. The new signs will be attached to
the existing curtain wall.
Zoning Conformance - Signage for an I-1 Planned Unit Development
The petitioners are adding signage to the property, which requires an amendment to
their existing sign plan for the property.
Wall Signs
Number and Content:
Permitted: Limited to one (1) sign for each wall, which fronts on a street, right-of-way,
easement for access or parking. Said sign shall only contain the name of the building,
or the name of tenant, or the name of the development. Such signage may include a
logo.
Proposed: Two walls signs, one wall sign on the north wall of the building and one wall
sign on the south wall of the building. The content of the wall signs is the name
“Oracle”, the tenant in the building.
Area:
Permitted: The maximum surface area shall not exceed one percent (1%) of the
gross surface area of the wall to which it is affixed, or 100 square feet, whichever is
lesser. (Note: The sign is measured by placing a box around all of the sign elements as
required by the Zoning Ordinance)
Proposed: The signs do not exceed one percent (1%) of the area of the wall to which it
is affixed. Each new wall sign is 67.30 s.f. in area (23’1” long by 2’11” high); 1% of the
area of the wall is approximately 67.44 s.f.
Location:
Permitted: Wall signs may be located on any principal building fronting on a street, rightof-way way, easement for access, or parking area.
Proposed: On the north and south walls of the office building. The north wall sign is
facing a parking area, and the south wall sign faces the Eden’s Spur.
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Height:
Permitted: Wall signs shall not be located higher than the parapet line of the roof of the
building.
Proposed: The signs are located below the roofline of the building.
Prefiling Conference Minutes
The minutes from the March 15, 2018 Plan Commission Prefiling Conference is
attached.
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Workshop Meeting
March 15, 2018
Page 2
Commissioner Bromberg agreed and added that relative to parking, if there is not enough
parking, Walgreens will be the ones that will have a problem in the future as they are the only
user of this campus.
Chairman Berg agreed and commented that this is a great example where a good plan was
proposed, the Plan Commission gave recommendations and the petitioner came back with a
better plan and he commended them for doing so.
Commissioner Bromberg moved to approve an amendment to the Walgreens Planned Unit
Development to allow changes to the parking lot to add parking; a new skywalk
connecting the buildings on the campus; and signage amendments; change the PUD
boundaries; approval of a Preliminary and Final Development Plan; and an amendment to the
existing annexation agreement. He also recommends adding a no left turn out onto Wilmot
Road from 108 Wilmot Road drive that is aligned with Gordon Terrace between the hours of
4:00 P.M. to 5:00 P.M. The motion was seconded by Commissioner Jacoby. The motion
passed with the following roll call:
Ayes: Bromberg, Forrest, Jacoby, Goldstone, Silva, Shayman, Berg (7)
Nays: None (0)
Mr. Ryckaert reported that this matter will go before the Village Board on April 16, 2018.
(3)

Prefiling Conference: Request for an Amendment to a Sign Wall for New Wall
Signs for Oracle at 1405 Lake Cook Road

Douglas Tarabini of Harkess-Ord in New York, NY addressed the Commission. He reported that
Oracle wishes to add two new wall signs on their building. Oracle purchased the building at
1405 Lake Cook Road in April of 2016 and they are currently seeking to add exterior building
signage. He reported that the signs will be compliant with the code for square footage and
maximum height. The letters will be internally illuminated and made of steel. The plans to affix
the letters will be reviewed by a certified engineer.
Commissioner Bromberg commented that this request seems straight forward.
Mr. Ryckaert asked if the sign’s electrical components will be behind the sign. Mr. Tarabini
replied that the electrical components will be minimal. The signs will need to be anchored to the
building and power can likely be hidden as well.
Mr. Ryckaert added that this request is code compliant, but whenever signage is added to a
PUD, the signage plan must be amended as a new sign has visual impact.
Chairman Berg commented that he has no problem or concerns with this request.
Commissioner Bromberg asked if the signs will be visible along Lake Cook Road. Mr. Tarabini
replied that the sign will be more visible from the Tollway than from Lake Cook Road.
Mr. Ryckaert reported that the Public Hearing on this matter will be on April 26, 2018.
Comments from the Staff
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· This is a visual performance specification document,
prior to manufacture full working drawings, supporting
technical documentation & visual layouts are to be
supplied to Harkess-Ord for approval.

7099.3 279.500

914.2 35.991

120 4.724

Internally illuminated acrylic faced Letterset

· Sign to be manufactured and installed in accordance with the
regulations, codes and ordinances appropriate to the location
of installation.
· Sign fixings, foundations and footings must withstand wind &
other applicable structural loadings in accordance with the
regulations, codes & standards of the installation location.
· Installation, fixings & fixing method must be sufficient to meet
the anticipated structural loads appropriate to the site specific
surface to which the completed sign is to be mounted.
· All joints and fixings must accommodate the anticipated
degree of thermal expansion and contraction of the materials
used with respect to local site specific conditions
· Completed signs should have a 10-year guarantee on the
construction, finishes & coatings from date of installation.
· Exterior digitally printed graphics should have a warranted
life of 5 years in Northern Europe, 4 years in the
Mediterranean Europe and 3 years in the Middle East &
Africa.
· All fixings to be stainless steel unless otherwise specified.
· Materials to be used as specified. Alternative or equivalent
specifications must be approved by Harkess-Ord.
· All materials and finishes to be used, applied, treated and
handled in accordance with the supplier guidelines.
· All visible regions must be free of scratches, distortions and
blemishes.
· Always use the Artwork files provide for the correct graphic
layout.
· Illumination of the face to be consistent and should extend
fully to all edges and corners, with no hotspots, dull spots or
fading to the edges.
· All electrical components, wiring & switch gear must be
appropriate for the environment in which the completed sign is
to be installed & comply with all appropriate codes and
regulations of that region.
· Ensure sign is adequately vented and drained as required.
Drain holes to have covers to prevent light loss.
· Ensure no light leakage where not required.
· Completed sign enclosure to provide Ingress Protection
equivalent to the European IP23 (BS EN 60529:1992)
standard.

Date: 06-Jul-2010

Drawn by: MdeB
Checked by: FI
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Date: 07/05/14

Red decoration notes

Date:07/05/2014

Sign ref./Title

Dimensions in mm
Deburr & removed all sharp edges.
Tolerance, unless otherwise specified
Linear:
0.5 mm
Angular: 0.5
4th Floor, Bellerive House, Muirfield Crescent, London E14 9SZ

Harkess-Ord Ltd Tel: +44 (0)20 7459 3300 Fax: +44 (0)20 7459 3333

Harkess-Ord LLC

25 West 45th Street, Suit 306, New York, NY 10036
Tel: +1 212 704 9989 Fax: +1 212 704 9969

Harkess-Ord Pty. Ltd.

Level 1, 194-196 Faraday street, Carlton, Victoria 3053, Australia
Tel: +61 (3) 8346 8888 Fax: +61 (3) 8346 8833

Skyline
Red illuminated Letters
Drawing Type:
Drawing Number:

Issue

OR-ESK-LRI-1001 - B

Sheet

1/ 4

© Copyright 2010

illumination provided by Red LEDs
(GE MiniMax).
Optimum layout to be de termined by fabricator.
Low voltage DC power supply to be mounted remotely.

N o8x16mm Self tapping screws

Backtray
see sheet 4.
· This is a visual performance specification document,
prior to manufacture full working drawings, supporting
technical documentation & visual layouts are to be
supplied to Harkess-Ord for approval.
· Sign to be manufactured and installed in accordance with the
regulations, codes and ordinances appropriate to the location
of installation.
· Sign fixings, foundations and footings must withstand wind &
other applicable structural loadings in accordance with the
regulations, codes & standards of the installation location.
· Installation, fixings & fixing method must be sufficient to meet
the anticipated structural loads appropriate to the site specific
surface to which the completed sign is to be mounted.
· All joints and fixings must accommodate the anticipated
degree of thermal expansion and contraction of the materials
used with respect to local site specific conditions
· Completed signs should have a 10-year guarantee on the
construction, finishes & coatings from date of installation.
· Exterior digitally printed graphics should have a warranted
life of 5 years in Northern Europe, 4 years in the
Mediterranean Europe and 3 years in the Middle East & Africa.
· All fixings to be stainless steel unless otherwise specified.
· Materials to be used as specified. Alternative or equivalent
specifications must be approved by Harkess-Ord.
· All materials and finishes to be used, applied, treated and
handled in accordance with the supplier guidelines.
· All visible regions must be free of scratches, distortions and
blemishes.
· Always use the Artwork files provide for the correct graphic
layout.
· Illumination of the face to be consistent and should extend
fully to all edges and corners, with no hotspots, dull spots or
fading to the edges.
· All electrical components, wiring & switch gear must be
appropriate for the environment in which the completed sign is
to be installed & comply with all appropriate codes and
regulations of that region.
· Ensure sign is adequately vented and drained as required.
Drain holes to have covers to prevent light loss.
· Ensure no light leakage where not required.
· Completed sign enclosure to provide Ingress Protection
equivalent to the European IP23 (BS EN 60529:1992)
standard.

8 [3/8"] fixings to su it site requirements.

Letter Face
see sheet 3

SECTION VIEW
Date: 06-Jul-2010

Drawn by: MdeB
Checked by: FI
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Date: 07/05/14

Red decoration notes

Date: 06-Jul-2010

Sign ref./Title

Skyline

Red illuminated Letters
Dimensions in mm
Deburr & removed all sharp edges.
Tolerance, unless otherwise specified
Linear:
0.5 mm
Angular: 0.5
Harkess-Ord Ltd

4th Floor, Bellerive House, Muirfield Crescent, London E14 9SZ
Tel: +44 (0)20 7459 3300 Fax: +44 (0)20 7459 3333

Harkess-Ord LLC

25 West 45th Street, Suit 306, New York, NY 10036
Tel: +1 212 704 9989 Fax: +1 212 704 9969

Harkess-Ord Pty. Ltd.

Level 1, 194-196 Faraday street, Carlton, Victoria 3053, Australia
Tel: +61 (3) 8346 8888 Fax: +61 (3) 8346 8833

Drawing Type:

Letter Assembly
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20 0.787

Fixing holes for No8 screw.
Fixings to be sufficient to withstand anticipated wind loads.
Holes to be located to minimize the visual impact when
viewed from ground level at installed location

15 0.591

B

2.5 0.098

Folded stainless steel tags bonded to
inside face of returns.
Sufficient tags to be used to securely fix
acrylic face into built-up letter

DETAIL C
SCALE 1 : 1
· This is a visual performance specification document,
prior to manufacture full working drawings, supporting
technical documentation & visual layouts are to be
supplied to Harkess-Ord for approval.

120 4.724

· Sign to be manufactured and installed in accordance with the
regulations, codes and ordinances appropriate to the location
of installation.
· Sign fixings, foundations and footings must withstand wind &
other applicable structural loadings in accordance with the
regulations, codes & standards of the installation location.
· Installation, fixings & fixing method must be sufficient to meet
the anticipated structural loads appropriate to the site specific
surface to which the completed sign is to be mounted.
· All joints and fixings must accommodate the anticipated
degree of thermal expansion and contraction of the materials
used with respect to local site specific conditions
· Completed signs should have a 10-year guarantee on the
construction, finishes & coatings from date of installation.
· Exterior digitally printed graphics should have a warranted
life of 5 years in Northern Europe, 4 years in the
Mediterranean Europe and 3 years in the Middle East & Africa.
· All fixings to be stainless steel unless otherwise specified.
· Materials to be used as specified. Alternative or equivalent
specifications must be approved by Harkess-Ord.
· All materials and finishes to be used, applied, treated and
handled in accordance with the supplier guidelines.
· All visible regions must be free of scratches, distortions and
blemishes.
· Always use the Artwork files provide for the correct graphic
layout.
· Illumination of the face to be consistent and should extend
fully to all edges and corners, with no hotspots, dull spots or
fading to the edges.
· All electrical components, wiring & switch gear must be
appropriate for the environment in which the completed sign is
to be installed & comply with all appropriate codes and
regulations of that region.
· Ensure sign is adequately vented and drained as required.
Drain holes to have covers to prevent light loss.
· Ensure no light leakage where not required.
· Completed sign enclosure to provide Ingress Protection
equivalent to the European IP23 (BS EN 60529:1992)
standard.

Red acrylic Letter face profile
cut to allow for thermal expansion
& contraction over -20 C to +50 C range.
Use artwork file provided for correct graphic layout.
1.2 0.047
5 0.197

Red acrylic letter face.
3M Light Tomato Red vinyl applied to front
face of clear acrylic letter with translucent
white vinyl applied to rear face.

B
SECTION B-B
Channel letter fabricated from 1.2mm descaled 316-grade stainless steel with
fully soldered face trim & return.
Trim face to be painted to match Oracle Red.
Returns to be painted to match Oracle Silver.
See specification sheet OR-SS-1000.
Use artwork file provided for correct graphic layout.

Date: 06-Jul-2010

Drawn by: MdeB
Checked by: FI
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Date: 07/05/14

Red decoration notes

Date:06-Jul-2010

Sign ref./Title

Skyline
Red illuminated Letters
Dimensions in mm
Deburr & removed all sharp edges.
Tolerance, unless otherwise specified
Linear:
0.5 mm
Angular: 0.5

4th Floor, Bellerive House, Muirfield Crescent, London E14 9SZ

Harkess-Ord Ltd Tel: +44 (0)20 7459 3300 Fax: +44 (0)20 7459 3333

Harkess-Ord LLC

25 West 45th Street, Suit 306, New York, NY 10036
Tel: +1 212 704 9989 Fax: +1 212 704 9969

Harkess-Ord Pty. Ltd.

Level 1, 194-196 Faraday street, Carlton, Victoria 3053, Australia
Tel: +61 (3) 8346 8888 Fax: +61 (3) 8346 8833

Drawing Type:

Face fabrication

Drawing Number:
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50 1.969
Backtray fabricated from 1.2mm descaled 316grade stainless steel with fully soldered returns.
Paint inside surface white.
Fixing holes in perimeter must align with those on
returns of Letter Front (see sheet 3).

· This is a visual performance specification document,
prior to manufacture full working drawings, supporting
technical documentation & visual layouts are to be
supplied to Harkess-Ord for approval.
· Sign to be manufactured and installed in accordance with the
regulations, codes and ordinances appropriate to the location
of installation.
· Sign fixings, foundations and footings must withstand wind &
other applicable structural loadings in accordance with the
regulations, codes & standards of the installation location.
· Installation, fixings & fixing method must be sufficient to meet
the anticipated structural loads appropriate to the site specific
surface to which the completed sign is to be mounted.
· All joints and fixings must accommodate the anticipated
degree of thermal expansion and contraction of the materials
used with respect to local site specific conditions
· Completed signs should have a 10-year guarantee on the
construction, finishes & coatings from date of installation.
· Exterior digitally printed graphics should have a warranted
life of 5 years in Northern Europe, 4 years in the
Mediterranean Europe and 3 years in the Middle East & Africa.
· All fixings to be stainless steel unless otherwise specified.
· Materials to be used as specified. Alternative or equivalent
specifications must be approved by Harkess-Ord.
· All materials and finishes to be used, applied, treated and
handled in accordance with the supplier guidelines.
· All visible regions must be free of scratches, distortions and
blemishes.
· Always use the Artwork files provide for the correct graphic
layout.
· Illumination of the face to be consistent and should extend
fully to all edges and corners, with no hotspots, dull spots or
fading to the edges.
· All electrical components, wiring & switch gear must be
appropriate for the environment in which the completed sign is
to be installed & comply with all appropriate codes and
regulations of that region.
· Ensure sign is adequately vented and drained as required.
Drain holes to have covers to prevent light loss.
· Ensure no light leakage where not required.
· Completed sign enclosure to provide Ingress Protection
equivalent to the European IP23 (BS EN 60529:1992)
standard.

Stainless steel profile cut 2mm[0.08"]
inset of outer face of Letter Front.

D

10 0.394
15 0.591

D

Covered 8mm[3/8"]drain holes at the
bottom of the ascenders of each letter.
Date: 06-Jul-2010

Drawn by: MdeB
Checked by: FI

SECTION D-D
Partial view
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Date: 07/05/14

Red decoration notes

Date:06-Jul-2010

Sign ref./Title

Skyline
Red illuminated Letters
Dimensions in mm
Deburr & removed all sharp edges.
Tolerance, unless otherwise specified
Linear:
0.5 mm
Angular: 0.5
4th Floor, Bellerive House, Muirfield Crescent, London E14 9SZ

Harkess-Ord Ltd Tel: +44 (0)20 7459 3300 Fax: +44 (0)20 7459 3333

Harkess-Ord LLC

25 West 45th Street, Suit 306, New York, NY 10036
Tel: +1 212 704 9989 Fax: +1 212 704 9969

Harkess-Ord Pty. Ltd.

Level 1, 194-196 Faraday street, Carlton, Victoria 3053, Australia
Tel: +61 (3) 8346 8888 Fax: +61 (3) 8346 8833

Drawing Type:

Backtray fabrication

Drawing Number:
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Internally illuminated red
canister letters with painted
silver returns

Side view

Front view

276 3/4"

35 1/2”

120 4.472

Scale: 1” = 1’

2 1/2” Square tube steel
raceway bolted to curtain
wall mullion

Kwaneer 1600 Wall System
2-1/2” x 7-1/2” curtain wall mullion

Internally illuminated acrylic faced Letterset

Elevation

illumination provided by Red LEDs
(GE MiniMax).
Optimum layout to be de termined by fabricator.
Low voltage DC power supply to be mounted remotely.

2 1/2” Square tube steel
raceway bolted to curtain wall mullion

N o8x16mm Self tapping screws

Backtray
see sheet 4.

u it site requirements.

= Attachment points

Letter Face
see sheet 3

SECTION VIEW

263 West 38th St, Floor 8, New York, NY 10018
Phone: 212 704 9989

Fax: 212 704 9969

